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FOREWORD {

To date, progress in understan-ling vibration screens has been inhibited by a failure to
appreciate an inherent and fundamental difference between establishing traditional vibra-
tion design (or test) requirements and establishing vibration conditions for screens.

Vibration requirements to be 1:sed for design purposes are based on estimates or measure-
ments of the vibration environm: nt of the item to be designed or whose design adequacy is
to be proven. Generally, these requirements are applicable at the interface between the item
and its supporting structure, since this is the location at which the data is available. Further-
more, the data can be conveniently labeled as an “input,” even though it is actually an
estimated response to some unknown excitation. This permits an unambiguous analysis to be
performed and test to be controlled and is, of course, helpful in defining interface require-
ments. The implication of all this is that the internal responses of the item, be they high or
low, must be survived by one means or another.

To date, vibration screens nave been defined in essentially the same manner as those for
design purposes. As a practical matter, this will continue to be the case for the prescription
and conirol of screens. However, for the understanding and derivation of suitable screens,
this is inappropriate. The objective of a vibration screen is to precipitate 1 flaw, i.e., to change
an undetected defect into an observable failure. It must do this without either creating flaws
or damaging sound hardware. The ability of a screen to meet this objective is not a function of
the “input” to the item, but rather of the responses within the item. It is the vibration
environment in the immediate vicinity of the flaw which changes it into a failure, regardless
of the input to the item. Therefore, understanding of screens must be achieved by understand-
ing the environment which precipitates the flaws. The Random Vibration Screening Process
Development Program was undertaken in an effort to understand this environment and )
through this understanding, develop a process for “tailoring” vibration screening conditions .
to match the characteristics of the equipment to be screened. :

The Random Vibration Screening Process Development Program was originally spon- !
sored out of the Office of the Chief of Navy Material. After a reorganization, sponsorship was !
transferred to the Office of the Assistant Secretary of the Navy, Shipbuilding and Logistics. 1
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Technical guidance was provided by Mr. D.O. Patterson (OASN) throughout the program.
This report documents the performance and results of Jhe study program, while the title
describes the end product.
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1.0 INTRODUCTION

The Random Vibration Screening Proces: Development Program was sponsored by the
U.S. Navy Material Command. The study program was performed by the Tactical Engineer-
ing Division of Hughes Aircraft Company’s Electro-Optical and Data Systems Group in El
Segundo, CA between March 1983 and March 1987. IBM-Owego, Litton, OECO, Rockwell
and Unisys were the manufacturing participants in the study. This report describes the
performance and results of the study program. It also makes recommendations and provides
guidance for the application of these results.
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2.0 OBJECTIVES

The primary objective is to establish a rational method by which an effective random
vibration screen may be developed efficiently and quantitatively. A secondary objective is to
incorporate the method into the Navy Manufacturing Screening Program document,
NAVMAT P-9492, for general usage.
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3.0 STUDY STRUCTURE

The essence of the study is the establishment of the Flaw Precipitation Thrashold (FPT) by
measurement of the vibration response at known flaw locations during noriral screening.
The flochart o this approach is shown in Figure 1.

SCREEN ol FLAT o  VERIFY
EQUIPMENT LA INT FAILURE
)
DETERMINE INSTRUMENT DETERMINE
 RAW e AREAOF &= FAILURE e
’ ENVIRONMENT FAILURE LOCATION
b
' ‘ ESTABLISH
Cx TEGORIZE .| cormeLate FLAW
FAILLE » DATA #! PRECIPITATION
THRESHOLD

Figure 1. Basic approach flow chart.

For the study results to be universal in application, it was necessary that the measure-
uents be made on a variety of modern electronic or electro-mechanical equipment manufac-
tured by several different manufacturers. from an initial list of 18 manufacturers with on-
going vibration screens, five manufacturers were selected to participate with Hughes in the
study. The number of participants was limited to five to stay within the program budget. The
five participants were selectcd on the basis of diversity of screens and equipment. The
activities undertaken by the manufacturers are charted in Figure 2. Two situations are
depicted. In the top lefthand block, the manufacturer already possessed a data bank of failure
data which was sufficiently complete to permit almost immediate selection of vibration
measurement locations. (It should be noted that detailed faiiure location data is seldom of
significance for customary monitoring of screens.) The top righthand block illustrates the
situation where failure data were gathered during ongoing screens until sufficient data to
select measurement locations were accumulated. In general, the final list of measurement
locations was selected from a combination of the two data sources.

Once sufficient measurement locations were identified for an equipment, a representative
unit was removed from the production line and instrumented with accelerometers at each
identified location. The equipment was then subjected to the normal vibration screen, i.e.,
same exciter, fixture, control accelerometer locations, input spectrum, etc., and the response
accelerometer outputs recorded on magnetic tape.
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REVIEW AVAILABLE DATA COLLECT FAILURE DATA
FOR VIBRATION FAILURES AS GENERATED BY o)
VIBRATION SCREEN |
L ¢
ASSEMBLE FAILURE DATA @
IN DESIRED FORMAT !
-—)
\ 2 F
CLASSIFY AND SELECT i
APPROPRIATE FAILURES.
REVIEW WITH HAC N
E‘g
INSTRUMENT SELECTED
®1  FAILURE LOCATIONS 5?3
v
VIBRATE EQUIPMENT AND
RECORD RESPONSE
v %
SEND DATA TO HAC
v wd
| REVIEW VIBRATION DATA
> WITH HAC 2
5
v
REVIEW FINAL REPORT

132 S

Figure 2. Manufacturer’s activities.

w5

The vibration data recorded by each manufacturer were forwarded to Hughes for detailed
. spectral analysis. It was considered important that spectral analysis of all data be performed
using common analysis parameters such as bandwidth, degrees-of-freedom, etc., thus mandat-
ing analysis of all data by Hughes. The analyzed data were-then evaluated to determine the
FPT.
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4.0 DATA BASE

LAk

Participating manufacturers were selected to obtain vibration response data that is suffi-
ciently diverse so the study results will be universal in nature. Diversity was sought ia the
following areas:

¢ Manufacturers—Different techniques and processes.
» Type Equipment—Radio, computer, power supply, etc.

 Deployment—Airborne, shipboard, and ground mobile. Space hardware does not have
sufficient production rate to qualify for this program.

¢ Type Vibration—Broadband random, quasi-random, swept sinusoidal, multiaxis, etc.

Table 1 summarizes the diversity in the last three areas. The equipment was manufactured
by five different firms thus giving diversity in the manufacturing area.

R T W A TSI Ll 2 I T T W T XTI T B T R At o™ T T R BRI L P i il bl o M ATRTECIG S T M Tt

TABLE 1. VIBRATION DATA BASE
Number of
, Size Measurement | Number of
h Equipment Deployment | and Weight Screen Locatiors Sum-ASDs
] Digital Computer | Missile 6 X 12 X 6 | Controlled Spectrum 9 16
’i Power Supply 17 1b Random, 10 to 2 kHz,
ﬁ 5.8 grms, 10 min/axis
sequentially.
. Avionics Control | Airborne 8 X 10 X 20 | Controlled Spectrum Ran- 8 8
EX Unit 57 1b dom, 10 to 2 kHz, 6.0 grms,
15 min normal to cards.
Digital Computer | Airborne 8 X 13 X 16 | Controlled Spectrum Ran- 6 9
! 41 1b dom, 10 to 2 kHz, 4.0 grms,
5 5 min/axis sequentially.
1 Power Supply | Shipboard 45 X 6 X 15 | NAVMAT P-9492, 10 min, 21 21
E N 24 1b 1 axis
73
& Inertial Naviga- | Airborne 8 X 12 X15 | NAVMAT P-9492, 3 axes 13 21
tion System 351 sequentially, 5 min/axis.
ﬁ Transceiver Airborne 47 X 5 X 84 | Quasi-random, Triaxial In- 18 18
o 71 put. 30 min, 16 to 2 kHz,
/ 6.4 grms composite.
@ Control/Display | Airborne 7.1 X 57 X 6.5 | NAVMAT P-9492, duail 5 10
Unit 101b axis exciter, 5 min X-Y
axes and 5 min Y-Z axes, Y
ﬁ? ] axis normal to cards.
by Fiber Optics/ Ground 17 X 12 X 7.7 | MIL-STD 781 C, Figure 2, 12 12 ;
Electronic Boxes | Mobile 35& 37 1b 20 to 2 kHz, 6.33 grms, 10 12 12 '
N (2 Units) minutes, normal to cards. :
@ Totals 104 127 ‘
]
2
& 7 !
3 q
@ Al
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The last two columns in Table 1 show the spread of response measurement locations and
Sum-ASDs among the pieces of equipment. The Sum-ASD is the basic vibration function used ]
to derive the Flaw Precipitation Threshold and is developed in Section 5.0. It is evident from
these columns that measurement locations and Sum-ASDs were well spread among the
various equipment. If the equipment was sequentially screened in multiple axes prior to a
flaw precipitating, multiple Sum-ASDs were derived for that specific location. For example, a
“three axes sequentially” screen, which precipitates a flaw during the second axis, dictates
two Sum-ASDs. Table 2 shows how the number of Sum-ASDs was arrived at for the
sequential axis screens.

TABLE 2. FLAW MATRIX/SEQUENTIAL AXES SCREENS

Flaw Precipitated

No. of ‘
Screening Meas't. Sum
Equipment Axes Locations | 1st Axis | 2nd Axis | 3rd Axis | ASDs @
Digital Computer/ | 3, Sequence 9 5 1 3 16 :
Power Supply not mandated. @
Digital Computer | 3, Sequence 6 4 1 1 9 5
not mandated. .
Inertial Navigation | 3, Sequence 13 8 2 3 21 g
System not mandated. :
Control/Display X-Y axes and 5 Data were not available to as- 10 '
Unit Y-Z axes certain when flaws preci- o
pitated. Therefor: Sum-ASDs hat

were derived for each dual-
axis excitation. 53
I ! &

Failure data received from participating manufacturers were catalogued in a format to
enable selection (or rejection) of any failure for vibration measurement. The information used
to make such a selection was:

¢ Is the failure type appropriate to a screen? i.e., workmanship or part, not design.

* If so, which of a few general failure types can be used to describe it? For ample, bad
component, poor wiring, loose hardware, etc.

= R

¢ Is the failure location accessible for vibration measurement?

* Even though observed in a subsequent functional test, is it a reasonable judgment that
the flaw was precipitated by vibration?

W

e What was the stress-history of the equipment prior to failure detection? i.e., prior
screens, etc.
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The selection aecisions were jointly made with the manufacturers, generally after several
correspondences, telecons and direct meetings.

The study was designed to select the measurement locations from a data base composed of
raw manufacturing failure data accumulated during manufacturer’s past and ongoing screens.
No detailed failure analysis was plinned. These failures would then be assigned to a few
broad categories and the vibration response data evaluated to determine if the categories
dictated different FPTs. Also, it was felt that a body of measurements overwhelmed by a
particular failure type could be biased. For the aforementioned reasons, a concerted effort was
made to ensure that the total population of selected failures was as diversified as possibie by
failure types. The diversification was inhibited by the limited body of qualified failures from
the manufacturers, a problem which was not anticipated in the design of the study. Only i4
of the qualified failures in the data base had been categorized as other than component. These
were all used in the study, as shown in Table 3. However, it is believed that many of the re-
maining 90 failures which had been categorized as “component” failures would have been
categorized differently if detailed failure analysis had been performed. Without detailed
failure analysis, a component is designated the culprit when it is replaced as a result of a
failure detection. In all likelihood, many of these failures are caused by damage during
assembly or improper assembly.

= == B
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TABLE 3. DATA BASE BY FAILURE

S S e M e G T ——— " N AR NI T Y IR N I AL I Y R N A P Y i TR

{
j CATEGORY
Number

@ Failure Category of Failures

Component 90*
g Mechanical Assembly 7
e Mechanical Breakage 5 '
o Wiring/PC Board 1
& Wiring/Interconnect 1

104

*Failure classifications taken from raw data.
“Component” failures probably include many
categories.
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5.0 DATA PROCESSING

Previous sections have described the vibration data base available to the study. The data
were delivered to Hughes by the participating manufacturers as FM-FM recordings o1 *he
analog accelerometer signals together with appropriate data logs to identify failure location,

g accelerometer sensitivity, etc. The measurements defined the vibration in each of three
= orthogonai directions at each failure location. After usual checks to verify data quality, etc.,
% the acceleration spectral density (ASD) of each signal was obtained, using a 10 percent
@ coastant percentage bandwidth analyzer and a minimum of 35 seconds averaging time. The

ASD was obtained for the frequency range from 20 to 2783 Hz although tape recorder
§ frequency response was good only to approximately 2.5 kHz. However, data evaluaticn was
confined to 2 kHz. The resultant ASD was stored in digital form so that desired arithmetic
operations could be performed on individual or groups of ASDs. Most usefully for this study,

@ it was possible to compute the average, the envelope and the standard deviation of selected

groups of ASDs. Further, the rms acceleration within selectable frequency ranges could be

5% obtained by integration of the ASD within those ranges. After initial evaluation of the data, it

B was decided that the vibration function to be used to derive the Flaw Precipitation Threshold

would be dubbed the Sum-ASD. The Sum-ASD was simply the arithmetic sum of the ASDs

i for each of three orthogonal axes at a specific location. No consideracion of coherence, phase
relationships, etc., was attempted.

Sum-ASDs were derived for each unique excitation at each failure location, yielding a

% total of 127 Sum-ASDs. Of thiese, 99 were measured during single-axis excitation, 10 during

dual-axis excitation and 18 during quasi-random three-axis excitation. Where a failure was
g identified after a screen which consisted of sequential excitations in different directions, a

Sum-ASD for each excitation was created for inclusion in the pool and was treated as a single-
axis ASD. The Sum-ASDs were tagged so that the groups of Sum-ASDs for single-axis, two-
25 axis and three-axis excitations could be r:adily formed. As explained later, two trial sets,

known simply as Set I and Set II, were created by randomly selecting, for each set, 20 Sum-
g2 ASDs from the 99 single-axis Sum-ASDs.
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6.0 DATA EVALUATION

i
m

As shown in Table 1, approximately 80 percent of the measurements were responses to
single-axis excitation. Of course, there is some unknown cross-axis excitation during any
vibration excitation but hopefully this is relatively small except in a few narrow bands at
high frequencies. However, even with essentially single-axis excitation, significant cross-axis
responses may be expected for complex asymmetric structures. When multi-axis excitation is
employed one would expect multi-axis responses. It was necessary to adopt a relatively
simple function to describe the vibration at a failure location which took account of the
triaxial nature of the responses. Based on examination of the measured spectra, this turned
out to be merely the sum of the three ASL. at that point. Typical data are shown in Figures 3
through 7. Each figure contains four spectra, which are the individual spectra for the three
orthogonal directions and their sum, which is referred to as the “Sum-ASD”. Figures 3 and 4
are from single-axis excitation while Figures 5 and 6 are from two-axis excitation and Figure 7
is from a triaxial quasi-random excitation. Figure 3 exhibits some significant cross-axis
responses in the 100-300 Hz range. However, Figure 4 must be viewed as essentially uniaxial
response dominated by a single resonant peak at about 300 Hz. Figure 5 for two-axis
excitation shows one axis to be generally dominant although the second axis response is very
evident. However, in Figure 6, the resonant response between 350-400 Hz is essentially
uniaxial. Figure 7 presents three very “peaky” spectra expected from early quasi-random
exciters.

While more complex methods of accounting for the triaxial nature of the responses could
be contemplated, it was concluded that a simple sum would suffice for the purpose at hand.

The data processing described in the previous section yielded a total of 127 Sum-ASDs,
i.e., the function selected to describe the vibration level which precipitated a flaw. Initial
evaluation was performed to examine if the Sum-ASDs could be treated as a single population
or if there were identifiable differences between the responses to the three types of excita-
tion. Since the two and three axis data each represent a single screen, i.e., a single equipment,
one cannot ascribe differences too authoritatively to the differences of excitation. Rather, one
must examine whether it is plausible that the three groups can be considered subgroups of a
single population. Figure 8 shows the mean Sum-ASD for each group while Figure 9 shows
the mean Sum-ASDs for single-axis excitation and for all excitations as a single group.

Considerable variation in responses within each group were observed as shown in Figures
10 and 11. Figure 10 is a plot of the envelope of the Sum-ASDs for each type of excitation
which may be compared to the mean values of Figure 8, while Figure 11 is a measure of the
variability within each group, i.e., the ratio of the standard deviation to the mean value at
each frequency. It is interesting that while the mean Sum-ASDs for the two-axis and three-
axis groups are generally higher than and lower than the single-axis group, respectively, the
envelopes of the two-axis and three-axis groups are comparable, though both lower than the
single-axis envelope. Of course, envelopes can only increase as data samples are added. The
smaller variabilities for two and three axis excitations in Figure 11 must be due to the single
test items of these groups.
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Based on the preceding data, it was concluded that it was acceptable to include the data
from the two and three axis excitations within the single axis data to form a single group,
when appropriate.

Although the main thrust of the study is directed toward responses, it is interesting to

compare the mean response, i.e., mean Sum-ASD, to the input spectrum of P-9492, since this
was the most common input spectrum used to generate the measured responses (Reference

=3 3

22

Table 1). This is shown in Figure 12 and indicates that, on the average, amplification is of the :::
? order of 7 to 10 dB which is considered moderate [a Q of 10 is 20 dB]. It also indicates that re- o
sponses above 1000 Hz decrease as much as 10 dB/octave. 2
As will be discussed later, a vital part of the process wili be the performance of a vibration &
survey. To conduct a survey, i.e., to sample responses, one must select the number and
locat.on of measurement points. To derive an adequate yet reasonable number of measure- K
ments, two randomly chosen sets of 20 Sum-ASDs from the 99 single axis group were formed. i
The mean Sum-ASDs and the variability, ¢/u, of these sets were compared to the total group, o
as shown in Figures 13 and 14, from which it was concluded that 20 locations would suffice g;
for a satisfactory survey. '
From the data presented so far, it is clear that ASDs are not entirely satisfactory to describe ]
the Flaw Precipitation Threshold. Therefore, for each Sum-ASD, the rms accelerations from f{, 3
20 Hz up to the following cutoff frequencies were calculated: 100 Hz, 300 Hz, 500 Hz, 1 kHz, |
1.5 kHz and 2 kHz. Histograms were then prepared to examine the probability of failure T
versus rms level for each cut-off frequency. The histograms for all failures are shown in -
Figures 15 through 20. It is evident that the failures most frequently occurred at rms levels i
equal to one third to one half of the maximum values. integration of the histograms of :‘_{
Figures 15 through 20, and normalization to a precentage basis yield Figure 21 which can be -
viewed from two aspects. First, it depicts the grms level to a given cutoff frequency required -
to precipitate a given precentage of flaws. Second, since the vibration survey will mase >
measurements at potential flaw locations, it depicts the desired statistics of the survey data
points, 7
From Figure 21, the following is apparent. Approximately 50 percent of the failures were ¥
precipitated at grms levels about one third the maximum value and 90 percent were precipi- -
tated at about two thirds the maximum value. An alternative view is that a fairly significant .‘:E
reduction in level would allow very few escapes. The potential of this figure to define an o
adequate screen is discussed in the next section. &
An alternate method of presentaion of these da‘a is shown in Figure 22. Here grms is V'Y
plotted versus cutoff frequency for the median (50th percentile) and 90th percentile of i
cumulative failures, i.e., slices through Figure 21. The third and middle curve on Figure 22 is 5'_':
the grms versus cutoff frequency for the mean Sum-ASD showr in Figure 9. Fortunately, the -
90th and 50th percentile curves differ from the mean by very close to 3 dB in each direction o
across the frequency band. The same process used to develop Figure 22 was then applied to ‘_‘_'
14
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the two 20 sample randomly selected sets, to simulate the results of a vibration survey. The re-
sults for the two sets are shown in Figures 23 (meaan) and 24 (50th and 90th percentiles). The
adequacy of a 20 measurement survey is evident.
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Figure 5. Typical response ASDs (M1) — two-axis excitation (YZ).
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Figure 9. Mean Sum-ASDs — single-axis and all.
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Figure 12 Mean Sum-ASD response vis-a vis P-9492 input.
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7.0 FLAW PRECIPITATION THRESHOLD (FPT)

It is simple to postulate the existence of the Flaw Precipitation Threshold, that is, the
vibration level sufficient to precipitate a flaw into an observable failure. Clearly, it cannot be
a simple number unique to every flaw. Nor could one create a screen which would generate
the same vibration level at every point of the item to be screened. Thus, it is necessary to de-
scribe the FPT in terms of some global response of the item, permitting a rather broad range
of responses from point to point. Thus, the FPT has evolved to be the characteristics that the
global response of the item will exhibit under a satisfactory screen. Further, the global
response can be determined from a vibration survey in which responses are measured at
approximately 20 locations, depending on the size and complexity of the test item. Based on
the evaluation of the measured responses described in the previous section, the following
FPT is recommended for inclusion in revised guidelines for stress screening.

The FPT is defined in terms of the response sum acceleration spectral density (Sum-ASD)
which is defined as the sum of the three response spectral densities at a point in three
orthogonal directions. Fcr a satisfactory screen, the mean Sum-ASD should be within the
boundaries of the cross-hatched area of Figure 25. In addition, the rms acceleration versus
cutoff frequency of the mean internal response Sum-ASD shall be as shown in Table 4 and
Figure 26. Further, the 50th and 90th percentile values of the rms acceleration of individual
Sum-ASDs should be within +6 dB and —6 dB, respectively, of the actual measured values.

It will be noted that the upper limit in Figure 25 has been set to the straightline
approximation of the measured value plotted in Figure 12. In addition, the upper limit in
Figure 26 has been set to the measured mean value plotted in Figure 22. In both plots, the
lower limit is set 6 dB lower. It is appropriate to set the upper limit to the measured value
since the measurements were made at locations where flaws had indeed been precipitated,
i.e., there is no need to exceed that value. It then remains to select and justify a lower limit.
Figure 21 indicates that the reduction in flaws precipitated by a 6 dB reduction in response
might approach 20 percent if every measurement represented exactly the minimum vibration

RS

P

)
8

2

L 2

GRS R

2 %}: level required to precipitate the failure which occurred at that point. Unfortunately, little
3 specific data is available to substantiate a lower limit. However, data prepared by J. Popolo for
. the third IES ESSEH Conference, September 1984, showed that 3 grms was as effective as 6
§ grms in flushing out bad solder joints though ineffective in flushing out unsecured compon-
) ents, for which 6 grms was only 30 percent effective at 10 minutes. A Hughes program which
B had been using 3 grms screening level was recently chafnged to a 6 grms level. Both levels
g;g were excited by a quasi-random three-axis shaker. The effects of the change, if any, have been
very difficult to identify from either factory or field failure data. This suggests no dramatic
) difference between 3 and 6 grms. Therefore, it is believed the upper and lower limits of Table
?_3 4 and Figures 25 and 26 will provide satisfactory bands within which to develop the required
screen. .
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TABLE 4. FLAW PRECIPITATION THRESHOLD ™
RMS ACCELERATION VERSUS CUTOFF &
FREQUENCY
Cutoff Frequency | Lower Limit | Upper Limit &.’;
(Hz) (grms) (grms) o
100 1.0 2.0 -
=
300 33 6.6 &
500 45 9.0 ~
1000 6.0 12.0 §
1500 7.0 14.0
3
2000 7.5 15.00 x
&
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8.0 DERIVATION OF A TAILORED VIBRATION SCREEN

With the FPT defined as described in the last section, it is now appropriate to describe the :
process to derive a suitable vibration screen. The process steps are outlined in the flowchart |
of Figure 27. Details of the process are included in Appendix B.

MEASUREMENT PTS swmmmmsasedi PERFORM VIBRATION {@—emeewems|NSTRUMENTATION
SELECT |LEVEL = SURVEY (APP A)  |@memmmeam DATA ACQUISITION

§ NEED TO
PRESCRIBE
. VIBRATION SCREEN
g I
FACILITY SELECT BASELINE  [@—mswme==SPECTRI ‘M SHAPE
———————————
3] FIXTURE SCREEN | @eomammmamees SPECTRUM LEVEL
@ TEST SPECIMEN s
SELECT 20 .

REDUCTION
A
. CALCULATE
'3”",3 ASD ANALYSIS = GLOBAL e DATA MASSAGING
L, RESPONSES (APP B)
: A
ﬁ DEVELOP
FPY sy} TAILORED
SCREEN
- CONFIRMATION
i Figure 27. Flowchart of vibration screen derivation.
2N Using Figure 27 as a reference, once the need for a vibration screen has been determined.
5 the basic configuration for the screen must be defined. The hardware portion of the configur-
- ation includes the equipment to be screened, a vibration facility, and a fixture attaching the
3 uipment to the vibration facility. The basic configuration should also include a proposed
[ equip gur prop

screening input spectrum from which the tailored spectrum will be derived.
A vibration survey should then be performed using a test specimen structurally represen-
@ tative of the equipment to be screened. The vibration facility and fixture should replicate the
configuration of the actual screen. The object of the survey is to acquire triaxial acceleration
responses at approximately 20 measurement locations within the test specimen. Guidelines

0 for performing the vibration survey are presented in Appendix A.
E = The acceleration response data from the survey should be reduced to Sum-ASws fcr each
T measurement location. These Sum-ASDs will bc averaged to form a mean Sum-ASD. The
| f__“ Sum-ASDs and mean Sum-ASD will then be integrated to obtain rms acceleration versus
A 39
1,

R T AT AT AT AT A v
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E‘muum

frequency curves representing the 50th percentile (median) response, 90th percentile re-
sponse, and mean response. To reflect response to the proposed input spectrum, the rms
acceleration curves and the mean Sum-ASD should be scaled to compensate for the reduced
excitation level.

After scaling, the mean Sum-ASD and its rms acceleration versus frequency can be
compared to the FPT curves (Figures 25 and 26). Further, it can be verified that the 50th and
90th percentile rms accelerations are within approximately +3 dB of the values from the
meun Sum-ASD. From this comparison, it can be determined how to tailor the input spectrum
so that the test specimen responses fall within the FPT. An example of this tailoring is
presented in Appendix C.

If the responses of the test equipment are not a linear function of input leve’, it is possible
that the responses due to the tailored input spectrum would not fall within the FPT. For this
reason, if program schedule and budget permit, the vibration survey should be repeated
using the tailored input spectrum. Acceleration data should be processed in the same manner
as the initial vibraiion survey. The results should be compared to the FPT to either validate or

modify the tailored input spectrum.
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9.0 VIBRATION SURVEY

The previous section referred to the performance of a vibration survey. If an appropriate
screen is to be developed, it is important that the vibration survey be performed in a manner
consistent with the techniques employed to derive the Flaw Precipitation Threshold. There-
fore, a set of guidelines has been prepared and is included in Appendix A of this report. It is
expected that these guidelines will also become an appendix in a future revision of NAVMAT
P-9492.
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10.0 RECOMMENDATIONS

The objective of the study program described in this report was to develop a rational,
quantitative method of tailoring a vibration screen to fit the characteristics of the equipment
to be screened. It is believed that the objective has been achieved. It remains to disseminate
the information to the ESSEH community so that it may be used and, if necessary, modified to
improve its utility. Within the Navy and its contractors, the recognized vehicle for dissemin-
ating ESSEH information is clearly NAVMAT P-9492. Therefore, it is recommended that a
revised version of P-9492 be published. This revision should accomplish the following in the
area of vibration screening:

1. Retain the present spectrum as a reasonable baseline screen absent other applicable
experience.

2. Mandate the performance of a vibration survey in the manner suggested in Appendix
A of this report.

3. Include Appendix A as an appendix in the revised version.
4. Mandate the tailoring of the screen based on the FPT of Section 8.

5. Remove the present restrictions on the vibration spectrum, particularly the implied
spectral tolerance that inhibits the use of innovative excitation methods in lieu of
electro-dynamic vibration systems.

6. Encourage the use of innovative configurations, e.g., fixtures, unit mounting, etc,,
which will generate desired internal responses and precipitate flaws.

In addition to the above “paper” action, it is also recommended that a Navy program,
which is or soon will be in early production, be targeted for a trial use of the method. Further,
if such a trial can be arranged, it is recommended that the originators of the method be
retained to assist and monitor the results.
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11.0 CONCLUSIONS

The previous sections have described in some detail the development of a method of
tailoring to derive a suitable random vibration screen. It is believed that the method is a
viable one that will lead to a screen which is both vigorous enough to precipitate flaws and
yet ncit so severe that “good” hardware is damaged. If anything, it is felt that the method leads
to a screening level higher than needed to precipitate the flaws.

Though it may not appear thus, every effort was made to keep the method simple and
pragmatic, realizing that complexity would doom the method to obscurity. However, it is
believed that the cost of processing the measured ASDs, which is perhaps new and complex
to many potential users, should represent no more than a 15 percent increase in the cost of a
vibration survey which should be part of any screening program.

At the inception of the study, it was hoped to include the duration of the vibiation as a pa-
rameter of the Flaw Precipitation Threshold. The reader has probably noticed that this is the
first mention of duration. Since no parametric data on duration were available, it can only be
concluded that the typical duration of 10 minutes is still suitable.

The subject of duration does raise the question of retest criteria and, more recently,
failure-free period. These topics have nothing to do with developing the appropriate screen-
ing level but ar2 certainly related to the perceived success or failure of a particular screening
regimen.

Regarding retest criteria, it is generally recommended that the failure, i.e., precipitated
flaw, be repaired, the screen completed and the equipment delivered without any further
vibration screen. However, if repair involves significant teardown and rework, then a
rescreen, perhaps at lower level and/or shorter duration should be entertained. The contrac-
tor should be permitted to treat each case on a judgement basis, (e.g., FRB or MRB action)
rather than the rigid rules associated with Flight Acceptance Testing of space hardware.

Recently, it has become common for screening regimen, including vibration, to call for a
failure-free period. It is believed that a call for a failure free period under vibration, which
pragmatically includes the post vibration functional test period, will be counterproductive.
First, it can easily create a “do-loop” which builds up vibration time for reasons unconnected
to vibration-induced failures. Secondly, it is counter to the hard-to-remember adage that
screening “failures” are successes and will undermine the motivation for effective screens.
Failure-free vibration screening does little more than hasten the occurrence of the next
failure.
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APPENDIX A
VIBRATION SURVEY GUIDELINES
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APPENDIX A
VIBRATION SURVEY GUIDELINES

1.0 GENERAL

The vibration input to electronic hardware for an effective environmental stress screen
can be derived utilizing internal response data and the Flaw Precipitation Threshold. These
guidelines define the instrumentation, performance, data acquisition and data processing
requirements to be used to acquire the internal response data. Response data acquired in
conformance with the guidelines will be compatible with the data used to define the Flaw
Precipitation Threshold, thus assuring the validity of the derived vibration input.

2.0 TEST CONFIGURATION

The vibration survey test configuration should replicate the configuration for the pro-
posed screen.

2.1 Test item

The test item should be.representative of hardware to be screened. It should be permissi-
ble to mount accelerometers internally within the test item and accumulate vibration time on
the test hardware.

2.2 Test Level

The vibration survey should be conducted at a level between 6 and 10 dB below the
baseline screening level.

2.3 Test Strategy

The survey should be performed for each input axis or combination of input axes specified
for the screen. For instance, a screen performed by the sequential excitation of three ortho-
gonal axes requires three surveys. A screen performed as the combination of a dual axis test
and a single axis test requires two surveys. A triaxial input screen requires one survey.

The controller, control strategy, and the number and location of control accelerometers
should be the same as for the proposed screening tesi.

2.4 Excitation System
The excitation system used for the survey should be the same as for the screen.
2.5 Fixturing

The fixture, slip-plate, and head expander used for the survey should be the same as for
the screen. :
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3.0 MEASUREMENT PHILOSOPHY

LA )

3.1 Selection of Measurement Locations

In the extreme, vibration response would be measured at each component, wire connec-

r,
LA

tion, mounting screw, etc., within the test item. This clearly is neither feasible nor desirable. &
What is desirable is to measure vibration responses at locations throughout the volume of the -
test item that are representative of responses at a majority of the potential failure locations. g
Approximately 20 locations should suffice for mapping most test items.

A typical test item is shown in Figure A-1 and will be used to illustrate the selection of re- e
sponse locations. The test item is an electronic card box with cable connectors and a time ;;:g
meter mounted on the front panel and transformers mounted on the rear panel. There are 11
standard cards spread throughout the box; four heavier, stiffer cards are located in the center; %.g}
and an encased, thick module is located at the rear. The cards and module have connectors on i

the bottom which mate with the motherboard at the bottom of the box.

I . :

e

T oud
Sedeid

fm W
H

TRANSFORMER

e
v

i

- W4 WU L

=2

ENCASED MODULE

X
RS
Figure A-1. Typical test item, plan view. ":
Twenty measurement locations to map the Figure A-1 test item could be allocated as ?,':'
follows: &
¢ Three locations on each of the four cards indicated by arrows. 12 5
Ly
* Three locations within the encased module on the component mounting surfaces. 3 LY

* One location on front panel near connectors and time meter. 1
a
* Two locations on motherboard. 2 .}j
* Two locations on rear panel at diagonally opposite corners of one of the transformers. 2 -
20 b
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The three measurement locations on the cards are depicted in Figure A-2.

X O TOP SUPPORTED
X TOP NOT SUPPORTED
X
@5 Hrorti v to ittt 1101t vaaqadd

Figure A-2. Response measurement locations on rectangular card with base connector.

The locations indicated by “X” are suggested for a rectangular card with components
mounted uniformly over the surface, supported along the short edges and a connector on the
bottom. If the top of the card is supported by compression of a rubber gasket on the lid, the
locations depicted by “0” would perhaps be a better choice. A square card equally supported ‘
on each edge could be sufficiently mapped with two locations; one in the center and the
other at the middle of one edge. Obviously there are many location choices within this
typical test item and within other test items that differ significantly from the typical test item
unit. The example merely illustrates mapping of the entire volume and that engineering
judgment must be exercised in the selection of measurement locations.

P € R NN EVHTE W SR S A TWI B RSl S W WL
s e ' Yol

[

3.2 Accelerometers

3.2.1 Physical Characteristics. Accelerometers should be s . enough so that they can be
mounted in the chosen location and light enough so that they do not alter the dynamic
characteristics of the test item. In most surveys a mix of accelerometer types can be used. In
the example illustrated by Figure A-1, relat:vely large, heavy accelerometers could be used to
measure the acceleration input to the connectors/time meter on the front panel. Similar
accelerometers could be used on the rear panel at diagonally opposite corners of the trane-
former. Medium size and weight accelerometers could probably be used on the motherboard
and stiffer cards. The standard cards normally require the smallest, lightest accelerometers
available so as to not alter the dynamic characteristics and to find mounting space.

&2 |

(el W3

3.2.2 Triaxial Measurement. To develop the Flaw Precipitation Threshold, the acceleration
in three orthogonal directions must be known for each chosen measurement location. This
does not mandate a triaxial measurement at each location. A measurement from another
location may be substituted for one of the triaxial measurements if the response is judged to
be the same over the frequency range of interest. As an example, triaxial response at the three
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measurement locaticns depicted on the card in Figure A-2 can be acquired by using five o
accelerometers. A single accelerometer is needed at each of the three measurement locations .
&

with the sensitive axis oriented perpendicular to the plane of the board. The in-plane
response should be the same for all locations on the board and can be acquired by placing the
two accelerometers wherever there is adequate space.

LA.-'!' 5

3.2.3 Installation. Accelerometers should measure the input to components or parts, not
the response of a particular component or past. In the typical test item of Figure A-1, this
means placing accelerometers on the boards, not the components, and on the front and rear
panels, not the parts mounted to the panels.

SUNR

4.0 DATA ACQUISITION

It is assumed that the control and response acceleration data will be recorded on an analog
tape recorder and playe.t back to a specirum analyzer for data analysis. Alternatively, if the
spectrum analyzer has enough data channels, the data analysis could be performed “on-line,”
obviating the need to record and later play back data for spectral analysis.

"-.,»-5 s-m‘-, -’

4.1 Data Acquisition Equipment

B
The data acquisition system, i.e., accelerometers, signal conditioners, and tape recorder -~
O
system should have a frequency response flat to +10 percent over the frequency range of
interest. The system should also have sufficient dynamic range to observe and record the &
response accelerations. The system should be compatible within itself and with the data .
analysis equipment.
&
4.2 Tape Recorder Setup :g
The tape recorder speed should be sufficient to obtain the desired frequency response for .
the acquired data. m
For the first data acquisition run in each survey, all control accelerometers should be *
recorded along with the response accelerometers. For all remaining data acquisition runs in o
each survey, one control acce)-rometer should be recorded with the response accelerometers. l-*-j
The control accelerometer shoald remain the same for all remaining runs to validate repeati-
bility in case of questionable response data. Also, voice or a standard time code signal, IRIG, =
should be recorded on a tape channel to identify the beginning and end of calibration and vi- )
bration runs. One channel could also be used to record the charge amplifier gain codes. -
]
i
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4.3 Documentation

Documentation for the data acquisition should include the following information:

—test identification

program name tape speed

test item name test engineer
test station test date

tape recorder excitation system

—~channel information

accelerometer identification charge amplifier gain
accelerometer serial number  charge amplifier serial number
accelerometer sensitivity

—run information
run identification
frequency range and level of excitation
IRIG time/tape footage, beginning and end of run
IRIG time/tape footage, beginning and end of full levei vibration

Qaes tiﬁ y

4.4 Calibration

R
L

A calibration signal, preferably a sinewave representing the full scale g level of the
instrumentation, should be placed on each tape datza channel. The run identification should
note the voltage level, equivalent g level, and frequency of the calibration signal. The
calibration should be recorded for at least two minutes at the beginning of each tape reel, af-
& ter any changes in the patching of charge amplifiers to the tape recorder, or any time that
s there is a question as to whether the inpu: gains have been adjusted since the previous run.

It is desirable for a broadband, approximately white noise, random signal to also be
recorded on tape. The frequency range of the noise signal should extend over the frequency
range of the excitation and its voltage amplitude should be within the dynamic range of the

tape recorder. This signal, coming from one source, should be recorded simultaneously on all
:"_: active tape data channels ar the beginning of each tape reel for a period of one minute.
Record the true rms voltage level of this signal during playback on the tape sheet. This signal

o)

e

?j‘; permits the frequency response of each tape channel and the transfer function between any

R two tape channels to be measured. Any discrepancies that are found can be compensated for
during analysis.

g 4.5 Data Recording and Review

o The minimum duration for recording of data should be the time necessary to calculate

{:; . acceleration spectral density (ASD) functions over the desired frequency range, using 50

averages. This minimum time will vary, depending on the analysis blocksize and bandwidth,
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the number of channels processed simultaneously, and the analyzer computational speed.

o
The entire run should be recorded if the screen is a non-stationary process. The data should i
be reviewed after the run to confirm that the amplitudes are appropriate, that the waveforms
appear reasonable, and that the data segment is properly identified by IRIG or voice signals. ?g
The gain settings of sach channel should also be verified. &

5.0 DATA PROCESSING

L2

The end resul: of the vibration survey should be a collection of ASD functions on a mass

storage device available for “massaging.” ASD functions should be calculated for all control
and response accelerometers.

v'g'v; a-if' >

5.1 Data Analysis Equipment |

It is recommended that the data processing be performed by playing back the recorded
analog data to a digital Fourier spectrum analyzer. The analyzer should have the capabilities
to calculate ASD functions, label the functions, and store the functions and labels on a mass
storage device such as disc or tape. Additionally, the analyzer should be able to retrieve a

stored ASD, integrate the function over selected frequency ranges to obtain grms values, and
print the grms values.

oo

;?5:: 55

5.2 Data Analysis Parameters

!
;
!
3
ASD functions should be calculated with 50 averages An analysis bandwidth of approxi- - !
mately 5 Hz should be used for ASD calculation over the frequency range of 20 to 2000 Hz. :
FG
Alternatively, a constant percentage bandwidth analyzer may be used if the bandwidth does ‘;(5‘ :
not exceed 1/6th octave. el
5.3 Documentation = i
Each ASD function should be stored with a unique identifier. A data analysis log should g
record the following run information and analysis parameters: g.
program rame frequency range A
unit name number of averages
test date charge amp gain o
run identification tape recorder channel e
block size ) mass storage device and location number :
frequency resolutioa measurement L.D. & .
s
6.0 TEST PROCEDURE i
The following is a procedure for performing the vibration survey. The procedure assumes :’;, ?
that data is recorded on analog tape and played back to a spectrum analyzer for ASD b )
calculation. The procedure can be modified for use with an on-line spectral analysis system. ; g
~ |
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The procedure also assumes that the excitation system is an electrodynamic shaker.
Therefore, for other types of excitation systems, not all steps will be relevant.

1.
2.
3.

Record the calibration signal on all data channels of the tape recorder.
Record the white noise on all data :hannels of the tape recorder.

Attach any accelerometers and cables to the unit that require special treatment

(disassembly of unit, cleanroom facilities, obstructions when installed in the fixture,
etc.).

4. Create or retrieve input specification on the controller.
5. Mount fixture to shaker table.

6. Mount control accelerometer(s) to fixture and patch to the controller and data acquisi-

tion system.

7. Perform vibration dry run(s} to ensure that the control system performs properly.
8. Mount unit in fixture.

9. Attach remainder of response accelerometers and cables for this data run (attach

10.
11.

12
13.
14.
15.
16.
17.

.....

iccelerometers and cables for all runs if available).
Patch response acce’ *rometers for this run to data acquisition system.

Tap check all accelerometers to verify that they are properly patched to the input of
the tape recorder and that all instrumentation functions properly.

Install all lids, covers, and unit cabling that will be on during screening.
Perform vibration run, recording all data.
Verify that the recorded data is valid before proceeding ! the next run.

Repeat steps 9 through 14 for remaining groups of response accelerometers.
Repeat steps 4 through 15 for additional surveys, if applicable.

Analyze recorded data to obtain ASD functions. Label and store functions on mass
storage device for later retrieval and “massaging.”
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APPENDIX B
DERIVATION OF A TAILORED VIBRATION SCREEN
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APPENDIX B
DERVIATION OF A TAILORED VIBRATION SCREEN

A flowchart of the process to derive a tailored vibration screen is depicted in Figure B-1.
Given the need to prescribe a vibration screen, certain resources are needed and, ideally,
certain conditions exist. These are indicated beside the second block of Figure R-1:

1. The screening facility has been identified and is available to peiform a vibration
survey.

2. The vibration fixture has been proven and is available for use during the survey.

B = Sw OEE

3. A sample of the equipment, which is closely representative if not identical to the
screenable equipment and which can be instrumented internally, is available for the
vibration survey.

P

4. Based on prior experience, a trial screening spectrum is available as the baseline from
which the final screen will be tailored. In lieu of prior knowledge, the spectrum of
Figure B-2 is a suitable spectrum.

5. The level by which the baseline spectrum should be reduced for the survey should be
selected. (e.g., 6 to 10 dB down)

POy 1S

l NEED TO
-~ PRESCRIBE j
i VIBRATION SCREEN |
1
¥
& F:gs;: SELECT BASELINE  [@mewmmeem SPECTRUM SHAPE
i — SCREEN s SPECTRUM LEVEL
“-‘.33&* TEST SPECIMEN »
SELECT 20 ;
| MEASUREMENT PTS | PERFORM VIBRATION ¢ INSTRUMENTATION
L: SELECT LEVEL »{ SURVEY(APPA) e DATA ACQUISITION
REDUCTION
Y A
*§ CALCULATE
i ASD ANALYS!S e GLOBAL g e DATA MASSAGING
RESPONSES (APP B)
= DEVELOP
FPT > TAILORED
SCREEN
@ v
CONFIRMATION

Fiaure B-1 Flowrhart af vihration corean derivatinn
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Figure B-2. Random vibration spectrum.

6. The hardware design is sufficiently mature that vibration screening is appropriate, M
i.e., the screening process will not be inhibited by unsolved design problems. Further, o
major design changes, which would obviate the screen, are not anticipated, e.g., the o~
design qualification is complete. W

The next step is to select approximately twenty vibration measurement locations and e
perform the vibration survey in accordance with the guidelines of Appendix A. After -
performing the vibration survey, calculate the global responses within the equipment as -
follows: "

1. Calculate ASDs for each accelerometer signal. o

2. Verify input ASD was as specified. =

3. Calculate Sum-ASD for each measurement location, i.e., the sum of the three spectra -
for three orthogonal axes at that location. ™

4 Calculate mean of Sum-ASDs. Smooth to approximately 10 percent bandwidth (i.e,
~1/7 octave) if convenient. 9

5. Calculate grms versus frequency for each Sum-ASD and for the mean Sum-ASD. =

6. Tabulate grms values at 100, 300, 500, 1000, 1500 and 2000 Hz for each Sum-AST) and o
for the mean Sum-ASD. 3

7. Tabulate grms versus cutoff frequency for the 90th percentile and 5Cth percentile. '
(For 20 measurements, 90th and 50th percentiles are the second from highest and s
eleventh from highest values at each cutoff frequency, respectively.) o

56
CaS
SO




PR P DN T XU 2O AN PU AN S AN TR A A PR T R MR T W o W VLSO U RIN U R e Ak F KRNI AT AN WP N S Y L7 70
i 2 . A s

. 8. Scale up mean Sum-ASD by reduction factor employed during vibration survey and
E compare to Figure B-3.

9. Scale up 50 percent, 90 percent and mean grms values by survey reduction factor.

Compare mean grms to Figure B-4 or Table B-1. Check that 90 percent and 50 percent
A values are within 3 to 6 dB of the mean value.

10. Scale overall level, notch and/or boost input spectrum as needed to obtain reasonable

match of mean Sum-ASI and grms values to Figures B-3 and B~4 respectively. This is
g_ the tailored screen.

11. If resources are available, repeat some or all measurements using tailored spectrum at
o full level to validate the desired responses within the equipment.
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- Figure B-3. Range of mean response Sum-ASD.
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Figure B-4. RMS acceleration vs frequency range for mean Sum-ASD. -
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TABLE B-1. FLAW PRECIPITATION THRESHOLD
RMS ACCELERATION VS CUTOFF FREQUENCY

Cutoff Frequency | Lower Limit | Upper Limit

(Hz) (grms) (grms)

100 1.0 2.0

300 3.3 6.6

500 4.5 9.0
1000 6.0 12.0
1500 7.0 14.0
2000 7.5 15.0
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EXAMPLE TAILORING OF A VIBRATION SCREEN
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APPENDIX C
EXAMPLE TAILORING OF A VIBRATION SCREEN

INTRODUCTION

An example of tailoring a screen to a specific equipment, using the methods of Appendix
B, is presented. The example equipment is an electro-optical package approximately 6 by 12
by 12 inches in size, weighing approximately 30 pounds. The * .ckage is composed of two
modsles, one containing optical and electronic components ana the other housing printed
circuit boards.

The 6 grms NAVMAT P-9492 specifications (Figure C-1) was proposed as the input
spectrum for screening. The excitation was provided by a two-axis electrodynamic shaker.
The input was applied to both axes simultaneously and to the individual axes serially.
Revised input spectra were calculated for each excitation case: X axis individually, Y axis
individually, X ana Y axes simultaneously.

TEST PERFORMANCE

Sixteen measurement locations were selected. The survey guidelines of Appendix A were
used to choose n. -~urement locations throughout the equipment that would result in a good
estimate of global structural response. With strategic placement of accelerometers, it was
possible to acquire valid triaxial response at 16 locations using 32 accelerometers.

For each excitation, response data from all accelerometers were recorded on a 28 chann-~l
tape recorder. Two runs per excitation were necessary to record all of the data. The t
duration was 2 minutes per run.

The duration is governed by the length of data necessary to calculate acceleration spectral
density (ASD) functions with 50 averages and a 5 Hz bandwidth over a 20 to 2000 Hz
frequency range.

The NAVMAT P-9492 spectrum was selected as the trial input. The recommended excita-
tion level for a screening vibration survey is 6 to 10 dB below the proposed input spectrum.
For this particular test item, it was deemed satisfactory to perform the vibration survey at the
full level 6 grms NAVMAT P-9492 specification.

DATA REDUCTION AND PROCESSING

ASDs were computed from the recorded response accelerations using the previously
stated processing parameters. The ASDs for each triaxial measurement location were added to
form the Sum-ASD for each location. The Sum-ASDs were then smoothed by performing a
continuous 10 percent bandwidth approximation. (Data processing can be decreased by
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: smoothing only the mean Sum-ASD after it is obtained.) The smoothed Sum-ASDs were then o
averaged to obtain the mean Sum-ASD. The mean Sum-ASDs for the X axis, Y axis, and X-Y i
axes are shown in Figures C-2, C-3, and C-4, respectively.
To summarize, the data massaging for each excitation resulted in a set of 16 smoothed &
Sum-ASDs and one smoothed mean Sum-ASD. Each of these functions was then integrated
over six frequency ranges: 20 to 100 Hz, 20 to 300 Hz, 20 to 500 Hz, 20 to 1000 Hz, 20 to 1500
| Hz, and 20 to 2000 Hz. Tables C-1A, C-1B, and C-1C list the grms values from the integration ;j
f process. [The data from location 4 was suspect and 10t used.] For each column of the tables, “
§ the values representing the 50th percentile (median) and 90th percentile were selected. To R
] illustrate the selection of the 50t and 90th percentile values, refer to column 4 of Table a

C-1A. These are the 20 to 1000 Hz grms values from X-axis excitation. The 15 values from the
Sum-ASD functions were ranked by magnitude in ascending order. The 50th percentile value
is the 8th highest, 18.31 grms at location 6. The 90th percentile value is the 14th highest, 26.96
grms at location 10.

Vs

o il Nl )

If the test had been performed at a reduced level, it would have been necessary to scale g;

the mean Sum-ASDs and the 50th percentile, 90th percentile, and mean sum grms values to
{ the proposed screening input level. However, for this particular test, the survey was per- e
formed at the proposed input level, obviating the scaling process. f

For each excitation, the 50th percentile, 90th percentile, and mean Sum-ASD rms accelera-
tion values were plotted as a function of cutoff frequency. These curves are shown in Figures A
C-5 through C-7. wl
REVISED INPUT SPECTRA CALCULATION b
Comparing grms versus cutoff frequency curves for the X, Y, and X-Y excitations (Figures ¥
C-5, C-6, and C-7, respectively) against the FPT curves of Figures C-8 and C-9, it was =y
observed that the overall response from all three excitations was much higher than the FPT. It N

was also observed that a disproportionate amount of response occurred in the 100 to 300 Hz
range. Therefore, to tailor each of the three screens so that the responses would be within the ;‘3
&

FPT, the overall input level should be reduced, and the input spectrum should be notched in
the 100 to 300 Hz range. This conclusion was also evident by comparison of the mean Sum-
ASDs (Figures C-2 through C-4) with the recommended mean Sum-ASD range (Figure
C-10).

The amount of input level reduction and spectrum notching was calculated using the
mean Sum-ASD. In Figure C-11, the mean Sum-ASD from X axis excitation is plotted along
with the recommended mean Sum-ASD response range (lower cross-hatched rectangle). To
get most of the mean Sum-ASD within the recommended range, the curve was lowered 6 dB.
(For ease of i'iustration, the cross-hatched rectangle was raised 6 dB.) The region of mean
Sum-ASD above the +6 dB rectangle (140 to 300 Hz) was inverted to become a notch in the
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input spectrum. The resulting X axis input spectrum is shown in Figure C~14. Note that the
overall level has been reduced 6 dB and the spectrum is notched from 140 to 300 Hz. The in-
put level from 20 to 2000 Hz was reduced to 2.92 grms from the original 6 grms. For synthesis
in a digital controller, this input spectrum was approximated by the frequency and magni-
tude breakpoints listed in column 2 of Table C-2. Referring to Figure C-11, it is seen that the
6 dB overall reduction mandates boosting of the input ASD over a small interval at each end
of the FPT frequency range. However, this added complexity to the spectrum was not
considered essential to achieve an effective screen.

The same calculation process was repeated for the Y axis and X-~Y axes excitations. For the
Y axis, the overall level reduction was 3 dB. Spectrum notching was necessary, as seen in
Figures C-12 and C-~15. The revised input spectrum is 4.11 grms and is approximated by the
breakpoints in Table C-2, column 3. The X-Y input spectrum was lowered 7 dB and notched
(Figure C-13), resulting in a tailored input of 2.50 grms (Figure C-16). The breakpoint
approximation to Figure C-16 is given in Table C-2, column 4.

Development of these three (X, Y and X-Y) screening spectra was performed to examine
the relative merits of single and dual axis excitation. All three have been included in this
report as examples of the tailoring process.
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TABLE C-1A. SUM-ASD AND MEAN SUM-ASD RMS

ACCELERATIONS y
t X--Excitation w5
; Frequency Range — Hertz
5 Identification | 20-100 | 20-300 | 20-500 | 20-1K | 20-1.5K | 20-2K g
Locl 1.68 445 | 696 | 854 | 9388 | 1074 -
\ Loc2 1.68 445 | 671 | 855 | 1020 | 10.99 &
Loc3 1.67 445 | 667 | 827 | 964 | 1045 -
Locs* 4.66 556 | 557 | 558 | 558 | 558 s
Loc5 1.77 499 | 797 | 1454 | 1691 | 17.26
Locé 1.63 578 | 1724 | 1831 | 1854 | 18.66 g
Loc8 218 | 1374 | 1586 | 17.37 | 1768 | 17.79
Loc9 232 | 1407 | 1799 | 2048 | 2152 | 2172 E;
] Locl0 288 | 2578 | 2696 | 2791 | 2858 | 28.34
E Locl1 172 | 1642 | 1978 | 2122 | 2173 | 21.85 %
g Loc12 226 | 2896 | 29.67 | 3449 | 3496 | 35.55 '
; Locl3 286 | 2187 | 2400 | 29.03 | 3042 | 3061 B
g Locl4 1.68 797 | 892 | 1448 | 1541 | 1572 -
% Locl5 199 | 953 | 1129 | 1607 | 1694 | 1731 g
E‘ Loc16 174 | 2318 | 2405 | 31.93 | 4383 | 44.70 ¢
Locl? 198 | 1370 | 1520 | 3453 | 3524 | 3548 o
Mean-Sum 206 | 1555 | 1774 | 2256 | 2461 | 2496 )
*Data from this location was suspect and eliminated from input spectrum calculations. :'2
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TABLE C-1B. SUM-ASD AND MEAN SUM-ASD RMS ACCELERATIONS

B
£
] i Y-Excitation ¢
: Frequency Range — Hertz g
g Identification | 20-100 | 20-300 | 20-500 | 20-1K | 20-1.5K | 20-2K @
’ Locl 207 | 52¢ | 710 | 1033 | 11.03 | 1143 E
% Loc2 2.07 507 | 691 | 1014 | 1090 | 11.27 E
"” Loc3 207 | 500 | 682 | 1000 | 1076 | 1012 5
w2 Loc4* 369 | 902 | 906 | 906 | 906 | 9.06 1
a Loc5 200 | 499 | 744 | 1648 | 2295 | 2312 p
} @ Loc6 218 | 3153 | 3299 | 3330 | 3354 | 3358 ‘g
Loc8 223 | 712 | 1001 | 1476 | 1513 | 1521 Q
. Loc9 183 | 940 | 1121 | 1571 | 1680 | 17.01 2
s Loc10 184 | 1794 | 1884 | 2054 | 2154 | 21.60 %
. Locl1 180 | 666 | 982 | 1580 | 17.00 | 17.08 s
R Loc12 189 | 1035 | 1152 | 1638 | 17.50 | 17.85 g
. Locl3 192 | 1416 | 1620 | 2134 | 2224 | 22.46 §
1 Locl4 188 | 527 | 721 | 1207 | 1326 | 1352 A
Locl5 190 | 535 | 769 | 1357 | 1458 | 14.80 b
@ Locl6 159 | 958 | 11.05 | 1623 | 3086 | 31.18 ¥
Locl? 160 | 6.06 | 808 | 1515 | 1636 | 16.46 ﬁ
@ Mean-Sum 192 | 1213 | 1363 | 1731 | 1981 | 19.98 3
i *Data from this location was suspect and eliminated from input spectrum calculations. E
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TABLE C-1C. SUM—-ASD AND MEAN SUM-ASD RMS %
ACCELERATIONS
X-Y Excitation :
Frequency Range-- Hertz %
Identification | 20-100 | 20-300 | 20-500 | 20-1K | 20-1.5K ; 20-2K ~
Locl 275 649 | 969 | 1315 | 1459 | 15.49 B
Loc2 2.75 635 | 942 | 13.02 | 1470 | 1555 %
Loc3 275 630 | 932 | 1281 | 1425 | 15.10 :
Loc4* 592 972 | 975 | 975 | 975 | 975 )
Loc5 2.70 661 | 1061 | 2173 | 28.49 | 2881 g‘
Loc6 269 | 3066 | 3595 | 36.66 | 3698 | 37.06
Loc8 324 | 1570 | 1879 | 22.80 | 2324 | 23.36 g
Loc9 305 | 1644 | 2052 | 2476 | 2630 | 26.50
Loc10 360 | 2658 | 2820 | 3002 | 3092 | 31.00 P
Locll 253 | 18.84 | 2275 | 26.65 | 27.68 | 2776 =
Locl2 309 | 2817 | 2928 | 3577 | 3655 | 37.19 8
Locl3 348 | 2456 | 27.32 | 3490 | 36.63 | 36.87 e
Locl4 2.57 853 | 10.37 | 18.00 | 1936 | 19.70 g
Locl5 275 | 1019 | 1270 | 2013 | 2141 | 2177 w2
Loclé 253 | 2465 | 2622 | 3633 | 5496 | 55.91 oy
Locl7 285 | 1478 | 17.15 | 37.53 | 38.63 | 38.87 &
Mean-Sum 289 | 1844 | 2110 | 2732 | 3070 | 31.09 :
*Data from this location was suspect and eliminated from input spectrum calculations, -_%
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i TABLE C-2. REVISED SCREENING INPUT (
SPECTRA :
% Magnitude (g°/Hz)
P
Frequency | 6 grms 0
3 (Hz) NAVMAT| X Y X-Y 4
& 20 0.0100 | 0.0025 | 0.0050 | 0.0020
‘ 80 0.0400 | 0.0100 | 0.0200 | 0.0080
g 140 0.0100 0.0080
] 155 0.0200 .
2 .
g% 160 0.0055 :
165 0.0043 35
& :
g 180 0.0050 3
190 0.0080 .
% 205 0.0055 :’f
: 210 0.0200 .t}
o 225 0.0062 g
i 240 0.0200 e
e 260 0.0040 ¥
‘ t3 265 0.0040 b
- 270 0.0022 K
o 280 0.0040 | 0.0022 §
i 310 0.0100 s
3:! y \;
B 320 0.0080 N
325 0.0200 *"
,‘f‘g 350 0.0400 | 0.0100 | 0.0200 | 0.0080 5
2000 0.0070 | 0.0018 | 0.0035 | 0.0014 E
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